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Hy-Pro Filtration Products and Systems
...Lube oil and EHC fluid solutions for power generation.Hy-Pro’s SVR Soluble Varnish Removal System

Proven Lube Oil Varnish Removal and Prevention

Hy-Pro Fluid Conditioning Systems
Hy-Pro Filtration designs and manufactures quality hydraulic 
and lube oil filtration solutions for the power generation industry.  
Some of these systems include:

COT series coalesce systems are designed specifically for turbine oil 
applications.  They rapidly remove free water and emulsified water to 150 
PPM (0.015%) while filtering particulate to cleanliness codes of ISO 15/13/10 
and better.  Hy-Pro’s COT coalesce systems come standard with automatic 
water drain circuits, solid state sensors and smart relay control panels for 
easy, reliable operation.
VAC-U-DRY vacuum dehydration systems are mobile, self-contained 
systems for any hydraulic or lube oil applications where harmful water is 
present.  They remove 100% of free water, dissolved water to 20 PPM 
(0.002%); free and dissolved gasses and particulate to ISO 13/11/8.  The 
VAC-U-DRY dehydrator comes standard with an automatic drain valve and 
solid state switches for reliable, 24 x 7 unattended operation.
SVR soluble varnish removal systems are self-contained filtration systems 
that remove varnish causing contaminant while in solution, without 
removing critical oil additives.  See the SVR section for more information 
(left page, bottom).
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www.hyprofiltration.com

Clean up a temporary contamination 
issue or test out a system before you 
buy it.  Contact us for details.

Filtration System RentalFiltration System Rental

Hy-Pro’s SVR soluble varnish removal system is 
specifically designed to remove varnish causing 
contaminant while in solution, without removing 
critical oil additives.  The ICB element technology 
removes the soluble oxidation by-products before they 
can cause damaging lube oil varnish.
Other SVR features include:

Operate 24/7 and remove soluble varnish while the turbine is 
running or offline.
Particulate filtration for contamination and larger insoluble 
varnish particles to ISO code 14/12/10 and better.
Top loading ICB element housing and built-in winch for easy 
element removal and maintenance.
Custom options, several electrical supply voltages and explosion 
proof components are available.
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  SVR Case Study
The Problem:  A plant operating 
multiple cycling GE 7FA turbines had 
experienced several fail-to-start 
conditions and one load trip that were 
attributed to lube oil varnish.  The 
reservoir was conditioned by an 
electrostatic oil cleaner (EOC), however 

target varnish potential (QSA) 
values fluctuated above 50.
The Solution:  With the peak 
summer season on the 
horizon, the plant installed a 
Hy-Pro SVR soluble varnish 
removal system.  Within 6 
weeks the QSA values 
stabilized below 15 and their 

varnish issues were 
eliminated.

Contact us for a 
free evaluation.




